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1	Scope
The present document specifies the architectural options, resources and procedures needed to pre-provision and maintain devices in the Field Domain (e.g. ADN, ASN/MN) in order to establish M2M Service Layer operation between the device's AE and/or CSE and a Registrar and/Hosting CSE. The resources and procedures includes information about the Registrar CSE and/or Hosting CSE needed by the AE or CSE to begin M2M Service Layer operation.
[bookmark: _Toc137109585][bookmark: _Toc137115024][bookmark: _Toc506990530][bookmark: _Toc506990628][bookmark: _Toc506994170][bookmark: _Toc506994535][bookmark: _Toc522196435][bookmark: _Toc18565708][bookmark: _Toc185930592][bookmark: _Toc506990991]2	References
[bookmark: _Toc137109586][bookmark: _Toc137115025][bookmark: _Toc506990531][bookmark: _Toc506990629][bookmark: _Toc506990992][bookmark: _Toc506994171][bookmark: _Toc506994536][bookmark: _Toc522196436][bookmark: _Toc18565709][bookmark: _Toc185930593]2.1	Normative references
References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references, only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.
The following referenced documents are necessary for the application of the present document.
[bookmark: REF_ONEM2MTS_0011][1]	oneM2M TS-0011: "Common Terminology".
[bookmark: REF_ONEM2MTS_0001][2]	oneM2M TS-0001: "Functional Architecture".
[bookmark: REF_ONEM2MTS_0003][3]	oneM2M TS-0003: "Security Solutions".
[bookmark: REF_ONEM2MTS_0004][4]	oneM2M TS-0004: "Service Layer Core Protocol".
[bookmark: REF_ONEM2MTS_0005][5]	oneM2M TS-0005: "Management Enablement (OMA)".
[bookmark: REF_ONEM2MTS_0006][6]	oneM2M TS-0006: "Management Enablement (BBF)".
[bookmark: REF_IETFRFC6920][7]	IETF RFC 6920: "Naming Things with Hashes".
[bookmark: REF_IANATRANSPORTLAYERSECURITYTLSPARAMET][8]	IANA Transport Layer Security (TLS) Parameters.
NOTE:	Available at http://www.iana.org/assignments/tls-parameters/tls-parameters.xhtml.
[bookmark: REF_ONEM2MTS_0032][9]	oneM2M TS-0032: "MAF and MEF Interface Specification".
[bookmark: REF_FIPSPUB180_4][bookmark: REF_FIPSPUB_180_4][10]	FIPS PUB 180-4: "Secure Hash Standard (SHS)".
NOTE:	Available at http://nvlpubs.nist.gov/nistpubs/FIPS/NIST.FIPS.180-4.pdf.
[bookmark: _Toc137109587][bookmark: _Toc506990532][bookmark: _Toc506990630][bookmark: _Toc506990993][bookmark: _Toc506994172][bookmark: _Toc506994537][bookmark: _Toc522196437][bookmark: _Toc18565710][bookmark: _Toc185930594][bookmark: _Toc137115026]2.2	Informative references
References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references, only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.
The following referenced documents are not necessary for the application of the present document but they assist the user with regard to a particular subject area.
[bookmark: REF_ONEM2MDRAFTINGRULES][i.1]	oneM2M Drafting Rules.
NOTE:	Available at http://www.onem2m.org/images/files/oneM2M-Drafting-Rules.pdf.
[bookmark: REF_BROADBANDFORUMTR_069][bookmark: REF_BBFTR_69][i.2]	Broadband Forum TR-069: "CPE WAN Management Protocol Issue": 1 Amendment 5, November 2013.
[bookmark: REF_OMA_DM][i.3]	OMA-DM: "OMA Device Management Protocol", Version 1.3, Open Mobile Alliance.
[bookmark: REF_LWM2M][i.4]	LWM2M: "OMA LightweightM2M", Version 1.0, Open Mobile Alliance.
[bookmark: _Toc137109588][bookmark: _Toc137115027][bookmark: _Toc506990533][bookmark: _Toc506990631][bookmark: _Toc506990994][bookmark: _Toc506994173][bookmark: _Toc506994538][bookmark: _Toc522196438][bookmark: _Toc18565711][bookmark: _Toc185930595]3	Definition of terms, symbols and abbreviations
[bookmark: _Toc137109589][bookmark: _Toc137115028][bookmark: _Toc506990534][bookmark: _Toc506990632][bookmark: _Toc506990995][bookmark: _Toc506994174][bookmark: _Toc506994539][bookmark: _Toc522196439][bookmark: _Toc18565712][bookmark: _Toc185930596]3.1	Terms
For the purposes of the present document, the terms given in oneM2M TS-0011 [1] and oneM2M TS‑0001 [2] and the following apply:
application configuration: procedure that configures an AE on an M2M Node in the Field Domain for M2M Service Layer operation
authentication profile: security information needed to establish mutually-authenticated secure communications
configuration AE: AE whose role is to configure the M2M System, including the M2M Node in the Field Domain
configuration IPE: IPE that provides the capability to configure the M2M Node in the Field Domain by interworking the exchange of information between the M2M Node and the M2M System
[bookmark: _Hlk510994490][bookmark: _Toc506990535][bookmark: _Toc506990633][bookmark: _Toc506990996][bookmark: _Toc506994175][bookmark: _Toc506994540]credential object: end-point of a security protocol
(oneM2M) security principal: CSE or AE or Node or M2M Device which can be authenticated
NOTE:	When the Security Principal is a Node or M2M Device, then Node or M2M Device is acting on behalf of the CSE and/or AE executing on the Node or M2M Device.
service layer configuration: procedure that configures a CSE on an M2M Node in the Field Domain for M2M Service Layer operation
[bookmark: _Toc185930597][bookmark: _Toc137109590][bookmark: _Toc137115029][bookmark: _Toc522196440][bookmark: _Toc18565713]3.2	Symbols
Void.
[bookmark: _Toc185930598]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in oneM2M TS-0011 [1], oneM2M TS-0001 [2] and the following apply:
NP	Not Present
XML	eXtensible Markup Language
XSD	XML Schema Definition
[bookmark: _Toc137109591][bookmark: _Toc137115030][bookmark: _Toc506990536][bookmark: _Toc506990634][bookmark: _Toc506990997][bookmark: _Toc506994176][bookmark: _Toc506994541][bookmark: _Toc522196441][bookmark: _Toc18565714][bookmark: _Toc185930599]4	Conventions
The key words "Shall", "Shall not", "May", "Need not", "Should", "Should not" in the present document are to be interpreted as described in the oneM2M Drafting Rules [i.1].
[bookmark: _Toc137109592][bookmark: _Toc137115031][bookmark: _Toc506990537][bookmark: _Toc506990635][bookmark: _Toc506990998][bookmark: _Toc506994177][bookmark: _Toc506994542][bookmark: _Toc522196442][bookmark: _Toc18565715][bookmark: _Toc185930600]5	Introduction
Devices in the Field Domain that host oneM2M AEs and CSEs require configuration that permits the AE or CSE to successfully operate in the M2M Service Layer. oneM2M TS-0001 [2] and oneM2M TS-0003 [3] specifies much of what is needed to configure these devices in the Field Domain (i.e. ADN, ASN/MN). Specifically, oneM2M TS‑0001 [2] provides:
Guidance on how a CSE is minimally provisioned in Annex E of the specification including how a user AE is established within a Hosting CSE.
Specification of the general communication flows across the Mca and Mcc reference points in clause 8.
Specifications for how ASN/MN and ADN nodes and M2M Applications are enrolled in the M2M System such that the node in the Field domain can establish connectivity with a CSE. TS-0001 heavily relies on Clause 6 and on the Remote Security Provisioning Framework (RSPF) of oneM2M TS-0003 [3] to specify how the security credentials of ASN/MN and ADN nodes and M2M Applications are established in the M2M System for the enrolment of the node or M2M Application in the M2M System.
Specifications for how the ADN and ASN/MN nodes in the Field Domain are managed using external management technologies in clause 6.2.4 of oneM2M TS‑0001 [2].
Guidance for how the ADN and ASN/MN nodes in the Field Domain can be configured without the support of external management technologies in clause 8.1.3 in the present document.
The above clauses in oneM2M TS-0001 [2] assume that, for a M2M Application to operate in the M2M System, all required information needed to establish M2M Service operation between a Registrar or Hosting CSE and the AE or CSE in the Field Domain is configured before registration of the AE or CSE to the M2M System.
The present document specifies the additional architectural elements, resources and procedures necessary to configure ASN/MN and ADN nodes in the Field Domain in order for that device to establish M2M Service Layer operation. These architectural elements, resources and procedures are in addition to the architectural elements, resources and procedures already defined in oneM2M TS-0001 [2] and oneM2M TS-0003 [3].
[bookmark: _Toc137109593][bookmark: _Toc137115032][bookmark: _Toc506990538][bookmark: _Toc506990636][bookmark: _Toc506990999][bookmark: _Toc506994178][bookmark: _Toc506994543][bookmark: _Toc522196443][bookmark: _Toc18565716][bookmark: _Toc185930601]6	Architectural Aspects
[bookmark: _Toc137109594][bookmark: _Toc137115033][bookmark: _Toc506990539][bookmark: _Toc506990637][bookmark: _Toc506991000][bookmark: _Toc506994179][bookmark: _Toc506994544][bookmark: _Toc522196444][bookmark: _Toc18565717][bookmark: _Toc185930602]6.1	Introduction
The information needed by the remote AE or CSE in the field domain to establish M2M Service Layer operation uses the architectural aspects of oneM2M TS-0001 [2] in order to convey the information elements to the ASN/MN or ADN nodes that host the AE or CSE prior to or during M2M Service Layer operation and to the AE or CSE during M2M Service Layer operation.
[image: ]
Figure 6.1-1: Architectural Aspects for Configuration of ASN/MN and ADN Nodes
Figure 6.1-1 depicts three (3) methods, in which ADN or ASN/MN nodes are configured using the following:
Device Management technologies using the mc reference point defined in clause 6 of oneM2M TS-0001 [2]. Using this method, the information that is used to configure the ASN/MN or ADN is described as <mgmtObj> resource types that are hosted in the IN-CSE.
oneM2M Mcc and Mca reference point when M2M Service Layer operation has been established to the AE or CSE. Establishment of the M2M Service Layer operation includes actions such as setting up security associations and registration of the M2M entities as per oneM2M TS-0003 [3] and oneM2M TS-0001 [2].
To convey the information elements to the ASN/MN nodes that have established M2M Service Layer operation via  Mcc reference points, resource announcement mechanism may be used. In this case, the CSE in the ASN/MN node stores the copy of the <mgmtObj> resource as a <mgmtObjAnnc> resource as shown in the figure 6.1-1.
oneM2M IPE technology where the IPE interworks the information exchange between the ADN and ASN/MN and the IN-CSE. This type of IPE is called a Configuration IPE in order to depict the role and capabilities of the IPE related to the present document.
NOTE:	The reference point between the Configuration IPE and the ADN and ASN/MN is unspecified in the present document.
In addition, figure 6.1-1 introduces an AE whose role is to configure the IN-CSE and nodes in the Field Domain with the information needed to establish M2M Service Layer operation. This type of AE is called a Configuration AE in order to depict the role and capabilities of the AE related to the present document.
The information that is used to configure the ASN/MN or ADN is described as <mgmtObj> resource types that are hosted in the IN-CSE. 
[bookmark: _Toc137109595][bookmark: _Toc137115034][bookmark: _Toc506990540][bookmark: _Toc506990638][bookmark: _Toc506991001][bookmark: _Toc506994180][bookmark: _Toc506994545][bookmark: _Toc522196445][bookmark: _Toc18565718][bookmark: _Toc185930603]6.2	Information needed for M2M Service Layer operation
[bookmark: _Toc137109596][bookmark: _Toc137115035][bookmark: _Toc506990541][bookmark: _Toc506990639][bookmark: _Toc506991002][bookmark: _Toc506994181][bookmark: _Toc506994546][bookmark: _Toc522196446][bookmark: _Toc18565719][bookmark: _Toc185930604]6.2.1	Introduction
The Configuration AE provisions the <mgmtObj> resource types in the IN-CSE and the IN-CSE then interacts with the DM Server, ADN or ASN/MN node or Configuration IPE in order to configure the AE or CSE on the nodes.
[bookmark: _Toc137109597][bookmark: _Toc137115036][bookmark: _Toc506990542][bookmark: _Toc506990640][bookmark: _Toc506991003][bookmark: _Toc506994182][bookmark: _Toc506994547][bookmark: _Toc522196447][bookmark: _Toc18565720][bookmark: _Toc185930605]6.2.2	Information elements required for M2M Service Layer operation
[bookmark: _Toc137109598][bookmark: _Toc137115037][bookmark: _Toc506990543][bookmark: _Toc506990641][bookmark: _Toc506991004][bookmark: _Toc506994183][bookmark: _Toc506994548][bookmark: _Toc522196448][bookmark: _Toc18565721][bookmark: _Toc185930606]6.2.2.1	Introduction
The ASN/MN and ADN in the Field Domain should support the capability to be configured or pre-provisioned with the information elements of mgmtObj resource types defined in the present document prior to initial registration with a registrar CSE (enrolment phase). When the AE or CSE has established M2M Service Layer operation with a Registrar CSE (operational phase), the AE or CSE shall provide the capability to be configured with the information elements of  mgmtObj resource types defined in the present document.
[bookmark: _Toc137109599][bookmark: _Toc137115038][bookmark: _Toc506990544][bookmark: _Toc506990642][bookmark: _Toc506991005][bookmark: _Toc506994184][bookmark: _Toc506994549][bookmark: _Toc522196449][bookmark: _Toc18565722][bookmark: _Toc185930607]6.2.2.2	M2M Service Layer registration information elements
The information elements used for CSE or AEs to register with a Registrar CSE shall include the following information which depends on the M2M Service Provider:
PoA information of Registrar CSE.
Protocol binding to be used between AE or CSE and the Registrar CSE.
CSE-ID of the CSE hosted on the ASN/MN.
AE-ID of an AE hosted on an ASN/MN or ADN.
This set of information elements may be linked to a set of authentication profile information elements (see clause 6.2.2.4) providing the configuration for security association establishment with the Registrar CSE.
[bookmark: _Toc137109600][bookmark: _Toc137115039][bookmark: _Toc506990545][bookmark: _Toc506990643][bookmark: _Toc506991006][bookmark: _Toc506994185][bookmark: _Toc506994550][bookmark: _Toc522196450][bookmark: _Toc18565723][bookmark: _Toc185930608]6.2.2.3	Application configuration information elements
In order for an AE to operate, the AE may need to know the resource location within the Hosting CSE to maintain its resource structure. In addition, for resources that are frequently provided by the AE to the Hosting CSE, the AE may be configured with information that defines how frequently the AE collects or measures the data as well as the frequency at which that the data is transmitted to the Hosting CSE.
When the Hosting CSE is not the Registrar CSE of the AE, then this set of information elements may be linked to a set of authentication profile information elements (see clause 6.2.2.4) providing the configuration for establishing End-to-End Security of Primitives (ESPrim) with the Hosting CSE.
[bookmark: _Toc137109601][bookmark: _Toc137115040][bookmark: _Toc506990546][bookmark: _Toc506990644][bookmark: _Toc506991007][bookmark: _Toc506994186][bookmark: _Toc506994551][bookmark: _Toc522196451][bookmark: _Toc18565724][bookmark: _Toc185930609]6.2.2.4	Authentication profile information elements
Authentication profile information elements may be required to establish mutually-authenticated secure communications.
The applicable security framework is identified via a Security Usage Identifier (SUID). Where the security framework uses TLS or DTLS, a set of permitted TLS cipher suites may be provided. Then the applicable credentials are identified - with the allowed type of credentials dictated by the SUID.
A security framework can use a pre-provisioned or remotely provisioned symmetric key for establishing mutually‑authenticated secure communications. In both cases, the identifier for the symmetric key is provided. If a symmetric key is remotely provisioned, then a Remote Security Provisioning Framework (RSPF) should be used as described in clause 8.3 of oneM2M TS-0003 [3]. Alternatively, the value of the symmetric key may be configured as an information element of the authentication profile.
Certificate-based security frameworks may use one or more trust anchor certificates (also known as "root CA Certificates" or "root of trust certificates"). Information about trust anchor certificates is provided in the child trust anchor credential information elements (see clause 6.2.2.5) of the authentication profile.
MAF-based security frameworks use a MAF to facilitate establishing a symmetric key to be used for mutual authentication. The MAF Client registration configuration credential information elements enable a MAF Client to perform MAF procedures with the MAF.
[bookmark: _Toc137109602][bookmark: _Toc137115041][bookmark: _Toc506990547][bookmark: _Toc506990645][bookmark: _Toc506991008][bookmark: _Toc506994187][bookmark: _Toc506994552][bookmark: _Toc522196452][bookmark: _Toc18565725][bookmark: _Toc185930610]6.2.2.5	My certificate file credential information elements
A security framework can use a certificate to authenticate the intended security principal in the Managed Entity to other security principals, as part of establishing mutually-authenticated secure communications. The certificate can be pre‑provisioned or remotely provisioned, as discussed in oneM2M TS-0003 [3]. If a certificate is remotely provisioned, then a Remote Security Provisioning Framework (RSPF) should be used as described in clause 8.3 of oneM2M TS‑0003 [3], or my certificate file credential information elements may be configured to the Managed Entity as described in the present specification.
My certificate file credential information elements include the media type of file containing the certificate, the file containing the certificate, and a list of Security Usage Identifiers (SUID) for which the certificate may be used.
[bookmark: _Toc137109603][bookmark: _Toc137115042][bookmark: _Toc506990548][bookmark: _Toc506990646][bookmark: _Toc506991009][bookmark: _Toc506994188][bookmark: _Toc506994553][bookmark: _Toc522196453][bookmark: _Toc18565726][bookmark: _Toc185930611]6.2.2.6	Trust anchor credential information elements
A security framework can use one or more trust anchor certificates (also known as "root Certificate Authority certificates" or" root of trust certificates"). These trust anchor certificates are used by a security principal on the Managed Entity for validating certificates of other security principals as part of establishing mutually-authenticated secure communications.
The trust anchor credential information elements include a hash-value-based identifier of the trust anchor certificate, along with a URL from which the trust anchor certificate can be retrieved. The Managed Entity can compute the hash value for the locally stored trust anchor certificates to determine if there is a match with the hash value in the information elements. If there is no match for the trust anchor certificates in local storage, then the Managed Entity retrieves the trust anchor certificate from the URL, and verifies that the hash value of the retrieved trust anchor certificate is a match for the hash value in the information elements.
[bookmark: _Toc137109604][bookmark: _Toc137115043][bookmark: _Toc506990549][bookmark: _Toc506990647][bookmark: _Toc506991010][bookmark: _Toc506994189][bookmark: _Toc506994554][bookmark: _Toc522196454][bookmark: _Toc18565727][bookmark: _Toc185930612]6.2.2.7	MAF Client registration configuration information elements
A security framework can use a MAF to establish symmetric key in a security principal in the Managed Entity and one or more other security principals, with the symmetric key used for establishing mutually-authenticated secure communications between the security principals. In this case, the security principals are MAF Clients. The security principal in the Managed Entity shall perform the MAF Client registration procedure, described in clause 8.8.2.3 of oneM2M TS-0003 [3] before the MAF facilitates establishing the symmetric keys.
The MAF Client registration configuration information elements configure the security principal in the Managed Entity for the MAF Client registration procedure, as described in clause 8.8.3.2 of oneM2M TS-0003 [3].
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A security framework can use a MEF to provision credentials to a security principal (an MEF Client) in the Managed Entity for establishing mutually-authenticated secure communications between the security principal and another entity such as a security principal or MAF or MEF or device management server. The security principal in the Managed Entity shall perform the MEF Client registration procedure, described in clause 8.3.5.2.3 of oneM2M TS-0003 [3] before the MEF provisions credentials.
The MEF Client registration configuration information elements configure the security principal in the Managed Entity for the MEF Client registration procedure, as described in clause 8.3.7.2 of oneM2M TS-0003 [3].
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The present clause specifies <mgmtObj> resource specializations used to configure AEs or CSEs on ADN or ASN/MN nodes in the Field Domain in order to establish M2M Service Layer operation.
Table 7.1.1-1 shows a summary of <mgmtObj> resource specializations defined in the present document.
Table 7.1.1-1: Summary of defined <mgmtObj> resources
	mgmtObj
	mgmtDefinition
	Intended use
	Note

	Registration
	1020
	Service Layer Configuration information needed to register an AE or CSE with a Registrar CSE.
	This is M2M Service Provider dependent.

	dataCollection
	1021
	Application Configuration information needed to establish collection of data within the AE and transmit the data to the Hosting CSE using <container> and <contentInstance> resource types.
	This is M2M Application dependent.

	authenticationProfile
	1022
	Security information needed to establish mutually-authenticated secure communications.
	

	myCertFileCred
	1023
	Configuring a file containing a certificate and associated information.
	

	trustAnchorCred
	1024
	Identifies a trust anchor certificate and provides a URL from which the certificate can be retrieved. The trust anchor certificate can be used to validate a certificate which the Managed Entity uses to authenticate another entity.
	

	MAFClientRegCfg
	1025
	Instructions for performing the MAF Client Registration procedure with a MAF. Links to an Authentication Profile instance. 
	

	MEFClientRegCfg
	1026
	Instructions for performing the MEF Client Registration procedure with a MEF. Links to an Authentication Profile instance.
	

	OAuth2Authentication
	1027
	To store access token and refresh token used in OAuth2 security protocol.
	

	wificlient
	1028
	To store configuration of Wi-Fi® connection on the client device.
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This specialization of <mgmtObj> is used to convey the service layer configuration information needed to register an AE or CSE with a Registrar CSE.
The [registration] resource shall contain the child resource specified in table 7.1.2-1.
Table 7.1.2-1: Child resources of [registration] resource
	Child Resources of [registration]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [registration] resource shall contain the attributes specified in table 7.1.2-2.
Table 7.1.2-2: Attributes of [registration] resource
	Attributes of 
[registration]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1020 ("registration").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	originatorID
	0..1
	RW
	CSE-ID of the CSE hosted on the ASN/MN or the AE-ID of an AE hosted on an ASN/MN or ADN node.
If the setting is for a CSE, then this attribute shall be present.

	pointOfAccess
	0..1(L)
	RW
	The point of access URI of the Registrar CSE. It represents the list of physical address used by AE/CSEs to connect to registrar CSE.
EXAMPLE:
http://172.25.0.10:8080/xyz
coap://m2m.sp.com:5683
mqtt://172.25.0.10:1883
ws://10.222.254.26:80
See note.

	CSEBase
	0..1
	RW
	The resource identifier of the <CSEBase> resource representing Registrar CSE.

	CSE-ID
	0..1
	RW
	The CSE identifier of Registrar CSEin SP-relative CSE-ID format.

	appID
	0..1
	RW
	The App-ID of an AE. This attribute shall only be present when this resource is used for the registration of an AE.

	externalID
	0..1
	RW
	The M2M-Ext-ID of the ASN/MN CSE. This attribute can be present when the originatorID is a CSE-ID and the CSE uses the dynamic registration defined in clause 7.1.10 Trigger Recipient Identifier of oneM2M TS-0001 [2].

	Trigger-Recipient-ID
	0..1
	RW
	The Trigger-Recipient-ID of the ASN/MN CSE. This attribute can be present when the originatorID is a CSE-ID and the CSE uses the dynamic registration defined in clause 7.1.10 Trigger Recipient Identifier of oneM2M TS-0001 [2].

	mgmtLink
	0..1
	RW
	A link to a <mgmtObj> resource instance containing the information for establishing a security association with the Registrar CSE.

	M2M-Sub-ID
	0..1
	WO
	The identifier assigned by the M2M Service Provider for the M2M Service Subscription of the registree.

	NOTE:	Protocol binding is determined from the protocol schema in this URI.
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This specialization of <mgmtObj> is used to convey the application configuration information needed by an AE to collect data and then transmit the data to a Hosting CSE.
The [dataCollection] resource shall contain the child resource specified in table 7.1.3-1.
Table 7.1.3-1: Child resources of [dataCollection] resource
	Child Resources of [dataCollection]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [dataCollection] resource shall contain the attributes specified in table 7.1.3-2.
Table 7.1.3-2: Attributes of [dataCollection] resource
	Attributes of 
[dataCollection]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1021 ("dataCollection").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	containerPath
	1
	RW
	The URI of the <container> resource in the hosting CSE that stores the data transmitted by the device.

	reportingSchedule
	0..1
	RW
	The frequency interval, in seconds, used to transmit the data to the Hosting CSE.

	measurementSchedule
	0..1
	RW
	The frequency interval, in seconds, that the device will use to collect or measure the data.

	mgmtLink
	0..1
	RW
	A link to a <mgmtObj> resource instance containing the information for establishing End-to-End Security of Primitives (ESPrim) between AE and hosting CSE. ESPrim is specified in oneM2M TS-0003 [3].

	NOTE:	The present specification does not support configuration for End-to-End Security of Data (ESData) specified in oneM2M TS-0003 [3].
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The [authenticationProfile] specialization of the <mgmtObj> is used to convey the configuration information regarding establishing mutually-authenticated secure communications. The security principal using this configuration information can be a CSE or AE or the Managed ADN/ASN/MN acting as security principal on behalf of AEs on the Node.
An [authenticationProfile] instance identifies a security framework, TLS cipher suites, and credentials to be used. The applicable security framework is identified by the SUID attribute. The interpretation of SUID is specified in table 7.1.4‑3.
NOTE 1:	The present document does not support using [authenticationProfile] for identifying ESData credentials.
The [authenticationProfile] resource does not include any credentials, but either identifies credentials which are stored locally on the Managed Entity or identifies an M2M Authentication Function (MAF) which is to be used to facilitate establishing symmetric keys. The intended security principal on the Managed Entity is the security principal which can use either all the credentials identified by the [authenticationProfile] resource, or (in the case that a MAF is identified) all of the credentials required for mutual authentication with the MAF.
NOTE 2:	The other security principal can be any of the following: CSE; AE; a Node terminating the security protocol on behalf of AE on Node; and an M2M Authentication Function (MAF).
The [authenticationProfile] resource shall contain the child resource specified in table 7.1.4-1.
Table 7.1.4-1: Child resources of [authenticationProfile] resource
	Child Resources of [authenticationProfile]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [authenticationProfile] resource shall contain the attributes specified in table 7.1.4-2.
Table 7.1.4-2: Attributes of [authenticationProfile] resource
	Attributes of 
[authenticationProfile]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	[bookmark: _Hlt506994404]See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1022 ("authenticationProfile").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	SUID
	1
	WO
	Describes how the authentication profile is to be used. Further details about interpretation of each SUID are specified in table 7.1.4-3 of the present document.

	TLSCiphersuites
	0..1(L)
	RW
	If the security framework identified by SUID uses TLS, then this attributes provides a list of allowed TLS cipher suites.

	symmKeyID
	0..1
	WO
	Present when a symmetric key is to be used for mutual authentication. Identifier for a symmetric key already stored locally on the Managed Entity, or to be provisioned to the Managed Entity.

	symmKeyValue
	0..1
	WO
	Optionally present when a symmetric key is to be used for mutual authentication. Contains the value of the symmetric key to be used for mutual authentication.

	MAFKeyRegLabels
	0..1(L)
	WO
	Optionally present when a MAF is to be used to facilitate establishing a symmetric key for mutual authentication. Provides the content of the labels parameter in the MAF Key Registration request; see table 8.8.2.7-1, oneM2M TS‑0003 [3].

	MAFKeyRegDuration 
	0..1
	WO
	Present when a MAF is to be used to facilitate establishing one or more symmetric keys for mutual authentication. Provides the maximum duration for which an established symmetric key may be used.

	mycertFingerprint
	0..1
	WO
	Present when certificate-based authentication is to be used. Provides a hash value for identifying the certificate to be used by the intended security principal on the Managed Entity to authenticate itself to other security principals.

	rawPubKeyID
	0..1
	WO
	Present when certificate-based authentication is to be used and the other security principal will authenticate itself with a Raw Public Key Certificate.

	M2M-Sub-ID
	0..1
	WO
	The identifier assigned by the M2M Service Provider for the M2M Service Subscription of the registree.

	mgmtLink
	0..1(L)
	RW
	Present when MAF is to be used to facilitate establishing one or more symmetric keys for mutual authentication or certificate-based authentication is to be used. In the former case, the list contains one reference to a [MAFClientRegCfg] resource. In the latter case, the list contains one or more references pointing to [trustAnchorCred] resources.



Table 7.1.4-3: SUID which are currently supported in the [authenticationProfile] resource, along with reference to the authentication procedure in oneM2M TS-0003 [3] and mapping to symmetric key
	Value
	Interpretation
(see note)
	Authentication Procedure in oneM2M TS-0003 [3]
	Derived Symmetric Key
	DTLS/TLS Notes

	10
	A pre-provisioned symmetric key intended to be shared with a MEF
	8.3.2.1
	Kpm
	See TLS-PSK Profile in clause 10.2.2 of oneM2M TS-0003 [3]

	11
	A pre-provisioned symmetric key intended to be shared with a MAF
	8.8.2.2
	Km
	

	12
	A pre-provisioned symmetric key intended for use in a Security Associated Establishment Framework (SAEF)
	8.2.2.1
	Kpsa
	

	13
	A pre-provisioned symmetric key intended for use in End-to-End Security of Primitives (ESPrim)
	8.4.2
	pairwiseESPrimKey
	DTLS/TLS is not used

	21
	A symmetric key, provisioned via a Remote Security Provisioning Framework (RSPF), and intended to be shared with a MAF 
	RSPF: 8.3.1.2
MAF: 8.8.2.2, 8.8.3.1
	Km
	See TLS-PSK Profile in clause 10.2.2 of oneM2M TS-0003 [3]

	22
	A symmetric key, provisioned via a RSPF, and intended for use in a SAEF
	RSPF: 8.3.1.2
SAEF: 8.2.2.1, 9.1.1.1
	Kpsa
	

	23
	A symmetric key, provisioned via a RSPF, and intended for use in ESPrim
	RSPF: 8.3.1.2
ESPrim: 8.4.2
	pairwiseESPrimKey
	DTLS/TLS is not used

	32
	A MAF-distributed symmetric key intended for use in a SAEF
	MAF: 8.8.2.7, 8.8.3.3
SAEF: 8.2.2.3, 9.1.1.1
	Kpsa
	See TLS-PSK Profile in clause 10.2.2 of oneM2M TS-0003 [3]

	33
	A MAF-distributed symmetric key intended for use in ESPrim
	MAF: 8.8.2.7, 8.8.3.3
ESPrim: 8.4.2
	pairwiseESPrimKey
	

	40
	A certificate intended to be shared with a MEF
	8.3.2.2
	NP
	See certificate-based TLS profile in clause 10.2.3 of oneM2M TS‑0003 [3]

	41
	A certificate intended to be shared with a MAF
	8.8.2.2
	NP
	

	42
	A certificate intended for use in a Security Associated Establishment Framework (SAEF)
	8.2.2.2
	NP
	

	43
	A certificate intended for use in End-to-End Security Certificate-based Key Establishment (ESCertKE) to establish a pairwiseESPrimKey for End-to-End Security of Primitives (ESPrim)
	ESCertKE: 8.7
ESPrim: 8.4.2
	NP
	For ESCertKE, see certificate-based TLS profile in clause 10.2.3 of oneM2M TS‑0003 [3]. For ESPrim, DTLS/TLS is not used

	NOTE:	The interpretation is copied from definition of m2m:suid in oneM2M TS-0004 [4]. The oneM2M TS-0004 [4] description takes precedence.



The Managed Entity shall allow only TLS cipher suites identified in TLSCiphersuites in the TLS Handshakes for a [authenticationProfile] instance. The final column of table 7.1.4-3 provides references to clauses in oneM2M TS‑0003 [3] specifying the TLS Profiles to be used with the SUID values. The TLSCiphersuite attribute shall be present only when the value of SUID identifies a security framework that uses TLS or DTLS.
If the value of SUID is 10, 11, 12, 21, 22 or 23, then the symmKeyID attribute shall be present. The symmKeyID provides the symmetric key identifier for a symmetric key which shall be retrieved from local storage on the Managed Entity for use in the TLS Handshake. The symmetric key value may be configured in the symmKeyValue. Otherwise, the symmetric key, and associated symmetric key identifier, may be provisioned to the Managed Entity before or after the [authenticationProfile] is configured. Pre-provisioning or Remote Security Provisioning Frameworks (RSPFs), specified in oneM2M TS-0003 [3], should be used whenever possible to establish symmetric keys. Special care is recommended to ensure the confidentiality and integrity of the credentials when using the symmKeyValue to configure symmetric keys.
If the value of SUID is 32 or 33, then the MAFKeyRegDuration attribute shall be present, the MAFKeyRegLabels attribute may be present, and a [MAFClientRegCfg] specialization shall be configured as a child of the [authenticationProfile] resource. These attributes provide the configuration controlling how the Managed Entity shall interact with a MAF to establish the symmetric key subsequently used for mutual authentication. The fqdn attribute of the [MAFClientRegCfg] specialization identifies the MAF.
If the Managed Entity has not already performed MAF Client Registration procedure with the identified MAF, then the MAF shall perform MAF Client Registration procedure in clause 8.8.2.3 of oneM2M TS‑0003 [3] using the information in the [MAFClientRegCfg] specialization of the <mgmtObj> specified in clause 7.1.7 of the present document.
The Managed Entity shall perform the MAF Key Registration Procedure in clause 8.8.2.7 of oneM2M TS‑0003 [3] with the identified MAF, with the parameters of table 8.8.2.7-1 of oneM2M TS-0003 [3] set as follows:
The MAF-FQDN parameter shall be set to the value of the fqdn attribute in the [MAFClientRegCfg] specialization which is the child of the [authenticationProfile] resource.
The expirationTime Parameter shall be set to the time obtained by adding the MAFKeyRegDuration attribute to the present time.
If MAFKeyRegLabels attribute is present in the [authenticationProfile] resource, then the labels parameter shall be set to the value of the MAFKeyRegLabels attribute. Otherwise, the labels parameter shall not be present.
The SUID parameter shall be set to the SUID attribute.
The targetIDs parameter shall be set to the CSE-ID in the [registration] or [dataCollection] resource.
If the value of SUID is 40, 41, 42, or 43, then the mycertFingerprint attribute shall be present, and either the rawPubKeyID attribute shall be present or one or more [trustAnchorCred] specializations shall be configured as children of the [authenticationProfile] resource. The Managed Entity shall use the certificate matching mycertFingerprint to authenticate itself. The hash value portion of mycertFingerprint shall be computed over the X.509 ASN.1 DER encoded certificate:
If the rawPubKeyID attribute is present, then the Managed Entity shall compare this value against the public key identifier (similar to a certificate fingerprint) generated from the raw public key certificate presented by the other entity, as specified in clause 10.1.2 of oneM2M TS-0003 [3]. If the rawPubKeyID attribute is present, the Managed Entity shall ignore [trustAnchorCred] resource(s) configured as children of the [authenticationProfile].
If the rawPubKeyID attribute is not present, then the Managed Entity shall use the one or more [trustAnchorCred] resource instance(s) configured as children of the [authenticationProfile] resource instance to retrieve Certificate Authority certificates to be used by the Managed Entity as a trust anchor certificate (also known as a "root CA certificate" or "trust root certificate") when validating the certificate chains provided by other entities. The Managed Entity shall allow the TLS handshake only if the other entity provides a certificate chaining to one of these trust anchors, using the process specified in clause 8.1.2.2 in oneM2M TS-0003 [3].
[authenticationProfile] resources are expected to be protected by a secure environment on the Managed Entity, in order to preserve integrity of the attributes. Optimal protection is provided when the integrity protection of the management protocol message is verified in the secure environment.
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This <mgmtObj> specialization is used to configure a certificate or certificate chain which the Managed Entity knows the private key.
The [myCertFileCred] resource shall contain the child resource specified in table 7.1.5-1.
Table 7.1.5-1: Child resources of [myCertFileCred] resource
	Child Resources of [myCertFileCred]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [myCertFileCred] resource shall contain the attributes specified in table 7.1.5-2.
Table 7.1.5-2: Attributes of [myCertFileCred] resource
	Attributes of 
[myCertFileCred]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1023 ("myCertFileCred").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	SUIDs
	1 (L)
	RW
	Identifies the security framework(s) which may use this credential.

	myCertFileFormat
	1
	WO
	Media Type of myCertFileContent attribute. Default is "application/pkcs7-mime".

	myCertFileContent
	1
	WO
	Certificate or certificate chain. Default media-type is "application/pkcs7-mime".



The SUIDs attribute lists the Security Usage Identifiers (SUIDs) of the security frameworks which shall be allowed using this credential for establishing mutually-authenticated secure communication. Any SUID which is not in this list shall be prevented from using this credential for establishing mutually-authenticated secure communication. The SUID values allowed in this attribute are listed in table 7.1.5-3. See table 7.1.4-3 for references to the corresponding authentication procedure in oneM2M TS-0003 [3] and DTLS/TLS notes.
Table 7.1.5-3: SUID which are currently supported in the [myCertFileCred] resource
	Value
	Interpretation (see note)

	40
	A certificate intended to be shared with a MEF

	41
	A certificate intended to be shared with a MAF

	42
	A certificate intended for use in a Security Associated Establishment Framework (SAEF)

	43
	A certificate intended for use in End-to-End Security Certificate-based Key Establishment (ESCertKE) to establish a pairwiseESPrimKey for End-to-End Security of Primitives (ESPrim)

	NOTE:	The interpretation is copied from the definition of m2m:suid in oneM2M TS-0004 [4]. The oneM2M TS-0004 [4] description takes precedence.



The Certificate issuer should verify that the corresponding private key is known to the Managed Entity. The present specification does not provide a mechanism for such verification.
NOTE:	In many scenarios, if the device management session takes place over a TLS connection in which the Managed Entity is authenticated using an existing certificate (e.g. a manufacturer certificate), then it would be acceptable to issue a certificate with SubjectPublicKeyInfo copied from the existing certificate.
Managed Entities shall support the default certificate-related media type.
If the mycertFingerprint attribute in an [authenticationProfile] resource matches the certificate in a [myCertFileCred] resource, then the authentication protocol based on that [authenticationProfile] shall provide the certificate or certificate chain in the myCertFileContent, and shall use the corresponding private key to authenticate the Managed Entity.
[myCertFileCred] instances are expected to be protected by a secure environment on the Managed Entity, in order to preserve confidentiality and integrity of the attributes. Optimal protection is provided when the decryption and integrity verification of the management protocol message occurs in the secure environment.
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The [trustAnchorCred] <mgmtObj> specialization is read by AEs or CSEs on ADN or ASN/MN nodes in the Field Domain. A [trustAnchorCred] is configured as a child or children of [authenticationProfile] resources by means of a mgmtLink. A security principal acting on a [authenticationProfile] uses the information in the associated [trustAnchorCred] resources to identify a trust anchor certificate for validation of certificates.
The [trustAnchorCred] resource shall contain the child resource specified in table 7.1.6-1.
Table 7.1.6-1: Child resources of [trustAnchorCred] resource
	Child Resources of [trustAnchorCred]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [trustAnchorCred] resource shall contain the attributes specified in table 7.1.6-2.
Table 7.1.6-2: Attributes of [trustAnchorCred] resource
	Attributes of 
[trustAnchorCred]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2]. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	Labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1024 ("trustAnchorCred").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	Description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	certFingerprint
	1
	WO
	Provides a hash value for identifying a certificate authority certificate to be used for validating certificates presented by other entities.

	URI
	1
	RW
	A URI from which the trust anchor certificate may be retrieved.



The certFingerprint attribute of the [trustAnchorCred] resource identifies a Certificate Authority certificate to be used by the Managed Entity as a trust anchor when validating the certificate chains provided by other entities. The hash value portion of the certFingerprint attribute shall be computed over the X.509 ASN.1 DER encoded certificate using the SHA-256 hash algorithm defined in FIPS PUB 180-4 [10]. The certFingerprint attribute shall be represented in the named information (ni) URI format defined in IETF RFC 6920 [7], see tables 7.2.6.1-2 and 7.3.2-1. Where the CA Certificate identified in a [trustAnchorCred] resource is not already in local storage, then the Managed Entity shall retrieve the certificate using the URI attribute in the [trustAnchorCred] resources.
[trustAnchorCred] resources are expected to be protected by a secure environment on the Managed Entity, in order to preserve integrity of the attributes. Optimal protection is provided when the integrity protection of the management protocol message is verified in the secure environment.
[bookmark: _Toc137109614][bookmark: _Toc137115053][bookmark: _Toc506990559][bookmark: _Ref477982495][bookmark: _Toc506990657][bookmark: _Toc506991020][bookmark: _Toc506994199][bookmark: _Toc506994564][bookmark: _Toc522196464][bookmark: _Toc18565737][bookmark: _Toc185930622]7.1.7	Resource [MAFClientRegCfg]
This <mgmtObj> specialization is used to convey instructions regarding the MAF Client Registration procedure (clause 8.8.2.3 of oneM2M TS-0003 [3]).
The [MAFClientRegCfg] resource shall contain the child resource specified in table 7.1.7-1.
Table 7.1.7-1: Child resources of [MAFClientRegCfg] resource
	Child Resources of [MAFClientRegCfg]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [MAFClientRegCfg] resource shall contain the attributes specified in table 7.1.7-2.
Table 7.1.7-2: Attributes of [MAFClientRegCfg] resource
	Attributes of 
[MAFClientRegCfg]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1025 ("MAFClientRegCfg").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	fqdn
	1
	WO
	See clause 8.8.3.2 of oneM2M TS-0003 [3]

	adminFQDN
	1
	WO
	See clause 8.8.3.2 of oneM2M TS-0003 [3]

	httpPort
	0..1
	WO
	See clause 8.8.3.2 of oneM2M TS-0003 [3]

	coapPort
	0..1
	WO
	See clause 8.8.3.2 of oneM2M TS-0003 [3]

	websocketPort
	0..1
	WO
	See clause 8.8.3.2 of oneM2M TS-0003 [3]

	mgmtLink
	1
	RW
	A link to a [authenticationProfile] resource containing the parameters for the MAF Client to establish mutually‑authenticated secure communications with the MAF.



The MAF Client shall perform the MAF Client Registration Procedure specified in clause 8.8.2.3 of oneM2M TS‑0003 [3], using the linked authentication profile for mutual authentication of the MAF Client and MAF.
The MOs configured to the Managed Entity via [MAFClientRegCfg] resources are expected to be protected by a secure environment on the Managed Entity, in order to preserve integrity of the attributes. Optimal protection is provided when the integrity protection of the management protocol message is verified in the secure environment.
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This <mgmtObj> specialization is used to convey instructions regarding the MEF Client Registration procedure (clause 8.3.5.2.3 of oneM2M TS-0003 [3]).
The [MEFClientRegCfg] resource shall contain the child resource specified in table 7.1.8-1.
Table 7.1.8-1: Child resources of [MEFClientRegCfg] resource
	Child Resources of [MEFClientRegCfg]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [MEFClientRegCfg] resource shall contain the attributes specified in table 7.1.8-2.
Table 7.1.8-2: Attributes of [MEFClientRegCfg] resource
	Attributes of 
[MEFClientRegCfg]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	Labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1026 ("MEFClientRegCfg").

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	Description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	Fqdn
	1
	WO
	See clause 8.3.7 of oneM2M TS-0003 [3]

	adminFQDN
	1
	WO
	See clause 8.3.7 of oneM2M TS-0003 [3]

	httpPort
	0..1
	WO
	See clause 8.3.7 of oneM2M TS-0003 [3]

	coapPort
	0..1
	WO
	See clause 8.3.7 of oneM2M TS-0003 [3]

	websocketPort
	0..1
	WO
	See clause 8.3.7 of oneM2M TS-0003 [3]

	mgmtLink
	1
	RW
	A link to a [authenticationProfile] resource containing the parameters for the MEF Client to establish mutually-authenticated secure communications with the MEF.



The MEF Client shall perform the MEF Client Registration Procedure specified in clause 8.8.2.3 of oneM2M TS‑0003 [3], using the linked authentication profile for mutual authentication of the MEF Client and MEF.
The MOs configured to the Managed Entity via [MEFClientRegCfg] resources are expected to be protected by a secure environment on the Managed Entity, in order to preserve integrity of the attributes. Optimal protection is provided when the integrity protection of the management protocol message is verified in the secure environment.
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This specialization of <mgmtObj> is used to store access token and refresh token used in OAuth2 security protocol
The [OAuth2Authentication] resource shall contain the child resources specified in table 7.1.9-1.
Table 7.1.9-1: Child resources of [OAuth2Authentication] resource
	Child Resources of [OAuth2Authentication]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [OAuth2Authentication] resource shall contain the attributes specified in table 7.1.9-2.
Table 7.1.9-2: Attributes of [OAuth2Authentication] resource
	Attributes of 
[OAuth2Authentication]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have fixed value "OAuthAuthentication".

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	accessToken
	1
	RW
	Indicates OAuth2 access token.

	refreshToken
	1
	RW
	Indicates OAuth2 refresh token.
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This specialization of <mgmtObj> is used to store configuration of Wi-Fi® connection on the client device.
The [wifiClient] resource shall contain the child resources specified in table 7.1.10-1.
Table 7.1.10-1: Child resources of [wifiClient] resource
	Child Resources of [wifiClient]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 of oneM2M TS-0001 [2]



The [wifiClient] resource shall contain the attributes specified in table 7.1.10-2.
Table 7.1.10-2: Attributes of [wifiClient] resource
	Attributes of 
[wifiClient]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2]. 

	resourceID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	resourceName
	1
	WO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	parentID
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	expirationTime
	1
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	creationTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	labels
	0..1(L)
	RW
	See clause 9.6.1.3 of oneM2M TS-0001 [2].

	mgmtDefinition
	1
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2]. This attribute shall have the fixed value 1027(wifiClient).

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15 of oneM2M TS-0001 [2].

	description
	0..1
	RW
	See clause 9.6.15 of oneM2M TS-0001 [2].

	ssid
	1
	RW
	Indicates ssid of Wi-Fi® network. This attribute is a specialization of [objectAttribute] attribute.

	credentials
	0..1
	RW
	Indicates encryption type and credentials used to authenticate connection. This attribute is a specialization of [objectAttribute] attribute.

	macAddress
	0..1
	RW
	Indicates MAC address of network's access point. This attribute is a specialization of [objectAttribute] attribute.

	channel
	0..1
	RO
	Indicates Wi-Fi® channel. This attribute is a specialization of [objectAttribute] attribute.

	connectionStatus
	0..1
	RW
	Indicates current status of the connection. This attribute is a specialization of [objectAttribute] attribute.

	scan
	1
	RW
	The action that allows to scan the environment to find available Wi-Fi® networks. The action is triggered by assigning value "TRUE" to this attribute. This attribute is a specialization of [objectAttribute] attribute. This action will provide all the available ssids in scanResult.

	scanResult
	1
	RW
	Indicates list of networks detected by the device. This attribute is a specialization of [objectAttribute] attribute.

	update
	1
	RW
	The action is to trigger the device to update its Wi-Fi® configuration based on the provided values (e.g. ssid, credentials, etc.).The action is triggered by assigning value "TRUE" to this attribute. This attribute is a specialization of [objectAttribute] attribute.

	updateStatus
	1
	RW
	Indicates status of update operation. This attribute is a specialization of [objectAttribute] attribute.

	toggleRadioStatus
	0..1
	RW
	The action that allows to turn on and turn off the Wi-Fi® sub‑system on Wi-Fi® client device according to present radioStatus attribute value. The action is triggered by assigning value "TRUE" to this attribute. This attribute is a specialization of [objectAttribute] attribute. This action will switch radioStatus.

	radioStatus
	0..1
	RW
	Indicates whether the Wi-Fi® sub-system on Wi-Fi® client device is turned on or turned off. This attribute is a specialization of [objectAttribute] attribute.
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The present clause defines the resource-type specific details of the resource representations and protocol procedures for each <mgmtObj> specialization defined in clause 7.1.
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This specialization of <mgmtObj> is used to convey the service layer configuration information needed to register an AE or CSE with a Registrar CSE.
Table 7.2.2.1-1: Data Type Definition of [registration]
	Data Type ID
	File Name
	Note

	registration
	DCFG-registration.xsd
	



Table 7.2.2.1-2: Resource specific attributes of [registration]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1020 (registration).

	objectIDs
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	originatorID
	O
	O
	m2m:ID
	CSE-ID of the CSE hosted on the ASN/MN or the AE-ID of an AE hosted on an ASN/MN or ADN node.
If the setting is for a CSE, then this attribute shall be present.

	pointOfAccess
	O
	O
	m2m:poaList
	The point of access URI of the Registrar CSE.
Note; protocol binding is determined from the protocol schema in this URI.

	CSEBase
	O
	O
	xs:anyURI
	No Defaults.

	CSE-ID
	O
	O
	m2m:ID
	No Defaults.

	appID
	O
	O
	m2m:ID
	The APP_ID of an AE. This attribute shall only be present when this resource is used for the registration of an AE.

	externalID
	O
	O
	m2m:externalID
	The M2M-Ext-ID of the ASN/MN CSE. This attribute can be present when the originatorID is a CSE-ID and the CSE uses the dynamic registration defined in clause 7.1.10 Trigger Recipient Identifier of oneM2M TS‑0001 [2].

	Trigger-Recipient-ID
	O
	O
	m2m:triggerRecipientID
	The Trigger-Recipient-ID of the ASN/MN CSE. This attribute can be present when the originatorID is a CSE-ID and the CSE uses the dynamic registration defined in clause 7.1.10 Trigger Recipient Identifier of oneM2M TS-0001 [2].

	mgmtLink
	O
	O
	m2m:mgmtLinkRef
	1 link to a [authenticationProfile] resource instance. See note.

	M2M-Sub-ID
	O
	NP
	m2m:ID
	

	NOTE:	The SUID in the linked [authenticationProfile] instance constrains the security framework to be used with the Authentication Profile. The security frameworks used with the [registration] resource are Security Association Establishment Frameworks (SAEF). The entity composing a [registration] instance is expected to confirm that the linked Authentication Profile contains a SUID corresponding to an SAEF. The SAEF SUIDs are the values 12, 22, 32 or 42 as defined in oneM2M TS-0004 [4].
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When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. In addition to the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource following check shall be done in CREATE and UPDATE operation:
If appID attribute is set to a value starting with other than 'r', 'R' or 'N' then the Hosting CSE shall reject the request with "BAD_REQUEST" Response Status Code.
NOTE:	Use of 'r' will be forbidden when subsequently registering an AE that supports release 4 or above.
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Table 7.2.3.1-1: Data Type Definition of [dataCollection]
	Data Type ID
	File Name
	Note

	dataCollection
	DCFG-dataCollection.xsd
	



Table 7.2.3.1-2: Resource specific attributes of [dataCollection]
	Attribute Name
	Request Optionality 
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1021 (dataCollection).

	objectIDs
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	containerPath
	M
	O
	m2m:ID
	The URI of the <container> resource in the hosting CSE that stores the data transmitted by the device.

	reportingSchedule
	O
	O
	m2m:scheduleEntries
	The schedule, used to transmit the measured or collected data to the Hosting CSE. 
If the entity that reports the data misses a reporting interval, the entity shall wait until the next interval to report the data.

	measurementSchedule
	O
	O
	m2m:scheduleEntries
	The schedule, that the device will use to collect or measure the data.
If the entity that measures or collects the data misses a measurement interval, the entity shall wait until the next interval to collect or measure the data.

	mgmtLink
	O
	O
	m2m:mgmtLinkRef
	1 link to a [authenticationProfile]. See note.

	NOTE:	The SUID in the linked [authenticationProfile] instance constrains the security framework to be used with the Authentication Profile. The security frameworks used with the [dataCollection] resource are End-to-End Security of Primitives (ESPrim). The entity composing a [dataCollection] instance is expected to confirm that the linked Authentication Profile contains a SUID corresponding to ESPrim. The SUIDs corresponding to ESPrim security frameworks are the values 13, 23, 33 or 43 as defined in oneM2M TS-0004 [4].



[bookmark: _Toc137109625][bookmark: _Toc137115064][bookmark: _Toc506991029][bookmark: _Toc506994208][bookmark: _Toc506994573][bookmark: _Toc522196474][bookmark: _Toc18565748][bookmark: _Toc185930633]7.2.3.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc137109626][bookmark: _Toc137115065][bookmark: _Toc506990569][bookmark: _Toc506990667][bookmark: _Toc506991030][bookmark: _Toc506994209][bookmark: _Toc506994574][bookmark: _Toc522196475][bookmark: _Toc18565749][bookmark: _Toc185930634]7.2.4	Resource [authenticationProfile]
[bookmark: _Toc137109627][bookmark: _Toc137115066][bookmark: _Toc506990570][bookmark: _Toc506990668][bookmark: _Toc506991031][bookmark: _Toc506994210][bookmark: _Toc506994575][bookmark: _Toc522196476][bookmark: _Toc18565750][bookmark: _Toc185930635]7.2.4.1	Introduction
Table 7.2.4.1-1: Data Type Definition of [authenticationProfile]
	Data Type ID
	File Name
	Note

	authenticationProfile
	DCFG-authenticationProfile.xsd
	



Table 7.2.4.1-2: Resource specific attributes of [authenticationProfile]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1022 (authenticationProfile).

	objectID
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	SUID
	M
	NP
	m2m:suid
	Allowed values are listed in table 7.1.4‑3.

	TLSCiphersuites
	O
	O
	dcfg:listOfTLSCiphersuite
	

	symmKeyID
	O
	NP
	sec:credentialID
	

	symmKeyValue
	O
	NP
	xs:hexBinary
	The minimum key length is 256 bits.

	MAFKeyRegLabels
	O
	NP
	m2m:labels
	

	MAFKeyRegDuration 
	O
	NP
	xs:duration
	

	mycertFingerprint
	O
	NP
	dcfg:niURI or dcfg:nihURI 
	

	rawPubKeyID
	O
	NP
	dcfg:niURI or dcfg:nihURI 
	

	M2M-Sub-ID
	O
	NP
	m2m:ID
	

	mgmtLink
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	



Table 7.2.4.1‑3: Child resources of [authenticationProfile] resource
	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to in Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8 of oneM2M TS-0004 [4]



[bookmark: _Toc137109628][bookmark: _Toc137115067][bookmark: _Toc522196477][bookmark: _Toc18565751][bookmark: _Toc185930636]7.2.4.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc137109629][bookmark: _Toc137115068][bookmark: _Toc506990571][bookmark: _Toc506990669][bookmark: _Toc506991032][bookmark: _Toc506994211][bookmark: _Toc506994576][bookmark: _Toc522196478][bookmark: _Toc18565752][bookmark: _Toc185930637]7.2.5	Resource [myCertFileCred]
[bookmark: _Toc137109630][bookmark: _Toc137115069][bookmark: _Toc506990572][bookmark: _Toc506990670][bookmark: _Toc506991033][bookmark: _Toc506994212][bookmark: _Toc506994577][bookmark: _Toc522196479][bookmark: _Toc18565753][bookmark: _Toc185930638]7.2.5.1	Introduction
Table 7.2.5.1-1: Data Type Definition of [myCertFileCred]
	Data Type ID
	File Name
	Note

	myCertFileCred
	DCFG-myCertFileCred.xsd
	



Table 7.2.5.1-2: Resource specific attributes of [myCertFileCred]
	Attribute Name
	Request Optionality 
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1023 (myCertFileCred)

	objectID
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	SUIDs
	M
	O
	xs:list of m2m:suid
	Allowed values are listed in table 7.1.5-3.

	myCertFileFormat
	M
	NP
	xs:anyURI
	Media Type of myCertFileContent attribute. Default is "application/pkcs7-mime".

	myCertFileContent
	M
	NP
	xs:string
	Certificate or certificate chain. Default media-type is "application/pkcs7-mime".



Table 7.2.5.1‑3: Child resources of [myCertFileCred] resource
	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to in Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8 of oneM2M TS-0004 [4]



[bookmark: _Toc137109631][bookmark: _Toc137115070][bookmark: _Toc522196480][bookmark: _Toc18565754][bookmark: _Toc185930639]7.2.5.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc137109632][bookmark: _Toc137115071][bookmark: _Toc506990573][bookmark: _Toc506990671][bookmark: _Toc506991034][bookmark: _Toc506994213][bookmark: _Toc506994578][bookmark: _Toc522196481][bookmark: _Toc18565755][bookmark: _Toc185930640]7.2.6	Resource [trustAnchorCred]
[bookmark: _Toc137109633][bookmark: _Toc137115072][bookmark: _Toc506990574][bookmark: _Toc506990672][bookmark: _Toc506991035][bookmark: _Toc506994214][bookmark: _Toc506994579][bookmark: _Toc522196482][bookmark: _Toc18565756][bookmark: _Toc185930641]7.2.6.1	Introduction
Table 7.2.6.1-1: Data Type Definition of [trustAnchorCred]
	Data Type ID
	File Name
	Note

	trustAnchorCred
	DCFG-trustAnchorCred.xsd
	



Table 7.2.6.1-2: Resource specific attributes of [trustAnchorCred]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1024 (trustAnchorCred)

	objectID
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	certFingerprint
	M
	NP
	dcfg:niURI
	

	URI
	M
	O
	xs:anyURI
	



Table 7.2.6.1‑3: Child resources of [trustAnchorCred] resource
	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to in Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8 of oneM2M TS-0004 [4]



[bookmark: _Toc137109634][bookmark: _Toc137115073][bookmark: _Toc506994215][bookmark: _Toc506994580][bookmark: _Toc522196483][bookmark: _Toc18565757][bookmark: _Toc185930642]7.2.6.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc137109635][bookmark: _Toc137115074][bookmark: _Toc506990575][bookmark: _Toc506990673][bookmark: _Toc506991036][bookmark: _Toc506994216][bookmark: _Toc506994581][bookmark: _Toc522196484][bookmark: _Toc18565758][bookmark: _Toc185930643]7.2.7	Resource [MAFClientRegCfg]
[bookmark: _Toc137109636][bookmark: _Toc137115075][bookmark: _Toc506990576][bookmark: _Toc506990674][bookmark: _Toc506991037][bookmark: _Toc506994217][bookmark: _Toc506994582][bookmark: _Toc522196485][bookmark: _Toc18565759][bookmark: _Toc185930644]7.2.7.1	Introduction
Table 7.2.7.1-1: Data Type Definition of [MAFClientRegCfg]
	Data Type ID
	File Name
	Note

	MAFClientRegCfg
	DCFG-MAFClientRegCfg.xsd
	



Table 7.2.7.1-2: Resource specific attributes of [MAFClientRegCfg]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1025 (MAFClientRegCfg)

	fqdn
	M
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	adminFQDN
	M
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	httpPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	At least one of these attributes shall be present

	coapPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	websocketPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	mgmtLink
	M
	O
	m2m:mgmtLinkRef
	1 link to a [authenticationProfile] resources instance

	NOTE:	For further details of these attributes, see clauses 8.8.3.2 and 12.4.2 of oneM2M TS-0003 [3].



Table 7.2.7.1‑3: Child resources of [MAFClientRegCfg] resource
	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to in Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8 of oneM2M TS-0004 [4]



[bookmark: _Toc137109637][bookmark: _Toc137115076][bookmark: _Toc506994218][bookmark: _Toc506994583][bookmark: _Toc522196486][bookmark: _Toc18565760][bookmark: _Toc185930645]7.2.7.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc137109638][bookmark: _Toc137115077][bookmark: _Toc506990577][bookmark: _Toc506990675][bookmark: _Toc506991038][bookmark: _Toc506994219][bookmark: _Toc506994584][bookmark: _Toc522196487][bookmark: _Toc18565761][bookmark: _Toc185930646]7.2.8	Resource [MEFClientRegCfg]
[bookmark: _Toc137109639][bookmark: _Toc137115078][bookmark: _Toc506990578][bookmark: _Toc506990676][bookmark: _Toc506991039][bookmark: _Toc506994220][bookmark: _Toc506994585][bookmark: _Toc522196488][bookmark: _Toc18565762][bookmark: _Toc185930647]7.2.8.1	Introduction
Table 7.2.8.1-1: Data Type Definition of [MEFClientRegCfg]
	Data Type ID
	File Name
	Note

	MEFClientRegCfg
	DCFG-MEFClientRegCfg.xsd
	



Table 7.2.8.1-2: Resource specific attributes of [MEFClientRegCfg]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1026 (MEFClientRegCfg)

	fqdn
	M
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	adminFQDN
	M
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	httpPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	At least one of these attributes shall be present

	coapPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	websocketPort
	O
	NP
	See table 12.4.2-1 of oneM2M TS-0003 [3]
	

	mgmtLink
	M
	O
	m2m:mgmtLinkRef
	1 link to a [authenticationProfile] resources instance

	NOTE:	For further details of these attributes, see clauses 8.3.7.2 and 12.4.2 of oneM2M TS-0003 [3].



Table 7.2.8.1‑3: Child resources of [MEFClientRegCfg] resource
	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to in Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8 of oneM2M TS-0004 [4]



[bookmark: _Toc137109640][bookmark: _Toc137115079][bookmark: _Toc506990579][bookmark: _Toc506990677][bookmark: _Toc506991040][bookmark: _Toc506994221][bookmark: _Toc506994586][bookmark: _Toc522196489][bookmark: _Toc18565763][bookmark: _Toc185930648]7.2.8.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4], '<mgmtObj> specific procedures' shall be used. There is no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource. oneM2M TS-0005 [5] and oneM2M TS‑0006 [6] provide the mapping of these resources into the technology specific protocol data model.
[bookmark: _Toc477191921][bookmark: _Toc137109641][bookmark: _Toc137115080][bookmark: _Toc522196490][bookmark: _Toc18565764][bookmark: _Toc185930649]7.2.9	Resource [OAuth2Authentication]
[bookmark: _Toc137109642][bookmark: _Toc137115081][bookmark: _Toc477191922][bookmark: _Toc522196491][bookmark: _Toc18565765][bookmark: _Toc185930650]7.2.9.1	Introduction
[bookmark: _Toc436085645]This specialization of <mgmtObj> is used to store access token and refresh token used in OAuth2 security protocol
Table 7.2.9.1-1: Data Type Definition of [OAuth2Authentication]
	Data Type ID
	File Name
	Note

	OAuth2Authentication
	DCFG-OAuth2.xsd
	



[bookmark: _Toc436085646]Table 7.2.9.1-2: Resource specific attributes of [OAuth2Authentication]
	Attribute Name
	Request Optionality 
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1027 (OAuth2Authentication)

	objectIDs
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	accessToken
	M
	O
	xs:string
	

	refreshToken
	M
	O
	xs:string
	


[bookmark: _Toc137109643]
[bookmark: _Toc477191846][bookmark: _Toc477191923][bookmark: _Toc477191849][bookmark: _Toc477191926][bookmark: _Toc137115082][bookmark: _Toc442780755][bookmark: _Toc469415332][bookmark: _Toc477191927][bookmark: _Toc522196492][bookmark: _Toc18565766][bookmark: _Toc185930651]7.2.9.2	Resource specific procedure on CRUD operations
When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 in oneM2M TS-0004 [4],'<mgmtObj> specific procedures' shall be used. There are no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource.
[bookmark: _Toc137109644][bookmark: _Toc137115083][bookmark: _Toc18565767][bookmark: _Toc185930652][bookmark: _Toc505695707]7.2.10	Resource [wifiClient]
[bookmark: _Toc137109645][bookmark: _Toc137115084][bookmark: _Toc18565768][bookmark: _Toc185930653]7.2.10.1	Introduction
[bookmark: _Toc505696148]This specialization of <mgmtObj> is used to store configuration of Wi-Fi® connection on the client device.
Table 7.2.10.1‑1: Data Type Definition of [wifiClient]
	Data Type ID
	File Name
	Note

	wifiClient
	DCFG-wifiClient.xsd
	



[bookmark: _Toc505696149]Table 7.2.10.1‑2: Resource specific attributes of [wifiClient]
	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	mgmtDefinition
	M
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	1028 (wifiClient)

	objectIDs
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	objectPaths
	O
	NP
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	description
	O
	O
	See clause 7.4.15 of oneM2M TS-0004 [4]
	

	ssid
	M
	O
	dcfg:ssid
	

	credentials
	O
	O
	dcfg:wifiCredentials
	

	macAddress
	O
	O
	xs:string
	

	channel
	O
	O
	xs:integer
	

	update
	O
	O
	xs:boolean
	

	scan
	M
	O
	xs:boolean
	

	toggleRadioStatus
	O
	O
	xs:boolean
	

	scanResult
	O
	O
	dcfg:listOfSsids
	

	updateStatus
	O
	O
	m2m:actionStatus
	

	connectionStatus
	O
	O
	dcfg:wifiConnectionStatus
	

	radioStatus
	O
	O
	xs:boolean
	


[bookmark: _Toc137109646]
[bookmark: _Toc137115085][bookmark: _Toc18565769][bookmark: _Toc185930654]7.2.10.2	Resource specific procedure on CRUD operations
[bookmark: _Toc505695710]When management is performed using technology specific protocols, the procedures defined in clause 7.4.15.2 of oneM2M TS-0004 [4],'<mgmtObj> specific procedures' shall be used. There are no change from the generic procedures in clause 7.2.2 of oneM2M TS-0004 [4] for operations on this resource except retrieve operation which is described below.
[bookmark: _Toc137109647][bookmark: _Toc137115086][bookmark: _Toc506990580][bookmark: _Toc506990678][bookmark: _Toc506991041][bookmark: _Toc506994222][bookmark: _Toc506994587][bookmark: _Toc522196493][bookmark: _Toc18565770][bookmark: _Toc185930655]7.3	Data formats for device configuration
[bookmark: _Toc137109648][bookmark: _Toc137115087][bookmark: _Toc506990581][bookmark: _Toc506990679][bookmark: _Toc506991042][bookmark: _Toc506994223][bookmark: _Toc506994588][bookmark: _Toc522196494][bookmark: _Toc18565771][bookmark: _Toc185930656]7.3.1	Introduction
Clause 7.3 defines data formats of resource attributes and parameters used in present document.
Any data types of XML elements defined for use in present document shall be one of name spaces in table 7.3.1-1.
Table 7.3.1-1: Namespaces used in present document
	Name space
	prefix
	Name space definition

	oneM2M protocol CDT
	m2m:
	http://www.onem2m.org/xml/protocol

	Device Configuration
	dcfg:
	http://www.onem2m.org/xml/deviceConfig

	oneM2M Security
	sec:
	http://www.onem2m.org/xml/securityProtocols



[bookmark: _Toc137109649][bookmark: _Toc137115088][bookmark: _Toc506990582][bookmark: _Toc506990680][bookmark: _Toc506991043][bookmark: _Toc506994224][bookmark: _Toc506994589][bookmark: _Toc522196495][bookmark: _Toc18565772][bookmark: _Toc185930657]7.3.2	Simple oneM2M data types for device configuration
Table 7.3.2-1 describes simple data type definitions specific to security. The types in table 7.3.2-1 are either:
Atomic data types derived from XML Schema data types by restrictions other than enumeration.
List data types constructed from other XML Schema or oneM2M-defined atomic data types.
Table 7.3.2-1: oneM2M simple data types for device configuration
	XSD type name
	Used for
	Examples
	Description

	dcfg:TLSCiphersuite
	A TLS Ciphersuite identifier
	C0A5
	Four hexadecimal characters representing a TLS Cipher suite identifier. The list of TLS cipher suites identifiers can be found at the IANA TLS Cipher Suite Registry [8].

	dcfg:ListOfTLSCiphersuite
	A list of TLS Ciphersuite identifiers
	
	xs:list of elements of data type dcfg:TLSCiphersuite.

	dcfg:niURI
	Identifying information with a hash value
	ni:///sha-256;UyaQV...
ni:///1;UyaQV... ("1" is a short identifier for sha-256)
	An xs:anyURI conforming to the Named Information 'ni' URI scheme specified in IETF RFC 6920 [7], with no authority field.

	dcfg:nihURI
	Identifying information with a human speakable encoding of a hash value
	nih:sha-256-32;53269057;b
nih:sha-256-32;5326-9057;b
nih:6;5326-9057 ("6" is a short identifier for sha-256-32)
	An xs:anyURI conforming to the Human Speakable Named Information 'nih' URI scheme specified in IETF RFC 6920 [7], with no authority field. A checkdigit may be present.

	dcfg:ssid
	SSID of Wi-Fi® network
	
	The ssid of Wi-Fi® network.

	dcfg:listOfSsids
	List of SSIDs
	
	xs:list of elements of data type m2m:ssid.



[bookmark: _Toc137109650][bookmark: _Toc137115089][bookmark: _Toc18565773][bookmark: _Toc185930658]7.3.3	Enumerated oneM2M data types for device configuration
[bookmark: _Toc137109651][bookmark: _Toc137115090][bookmark: _Toc18565774][bookmark: _Toc185930659]7.3.3.1	dcfg:wifiConnectionStatus
Used to indicate Wi-Fi® connection status.
Table 7.3.3.1‑1: Interpretation of dcfg:wifiConnectionStatus
	Value
	Interpretation
	Note

	0
	Disconnected
	

	1
	Connected
	

	2
	Idle
	Indicates the state when the device tries to establish the connection to the network. It expires after the set number of unsuccessful attempts or when the connection is established.

	3
	No SSID available
	

	4
	Scan completed
	

	5
	Failed
	

	6
	Lost
	



[bookmark: _Toc137109652][bookmark: _Toc137115091][bookmark: _Toc18565775][bookmark: _Toc185930660]7.3.3.2	dcfg:wifiEncryptionType
Used for indicating which Wi-Fi® encryption protocol is used to provide security in wireless network.
[bookmark: _Toc505695848]Table 7.3.3.2-1: Interpretation of dcfg:wifiEncyrptionType
	Value
	Interpretation
	Note

	1
	none
	

	2
	WEP
	

	3
	WPA Personal
	

	4
	WPA2 Personal
	

	5
	WPA3 Personal
	

	6
	WPA Enterprise
	

	7
	WPA2 Enterprise
	

	8
	WPA3 Enterprise
	



[bookmark: _Toc137109653][bookmark: _Toc137115092][bookmark: _Toc18565776][bookmark: _Toc185930661]7.3.4	Complex type definitions
[bookmark: _Toc137109654][bookmark: _Toc137115093][bookmark: _Toc18565777][bookmark: _Toc185930662]7.3.4.1	dcfg:wifiCredentials
Used for credentials in [wifiClient] Management Object resource. Values contained in username, password, wep.key and wpa.psk attributes shall not be readable. Each Retrieve request shall be forwarded to device and from there the data shall be retrieved.
[bookmark: _Ref489270105]Table 7.3.4.1-1: Type Definition of dcfg:wifiCredentials
	Element Path
	Element Data Type
	Multiplicity
	Note

	encryptionType
	dcfg:wifiEncryptionType
	1
	Indicates type of encryption used to provide network security

	username
	xs:string
	0..1
	Indicates username used to authenticate user in WPA-Enterprise, WPA2-Enterprise or WPA3-Enterprise protocols
Only valid if encryptionType=6,7 or 8

	password
	xs:string
	0..1
	Indicates password used to authenticate user in WPA-Enterprise, WPA2-Enterprise or WPA3-Enterprise protocols
Only valid if encryptionType=6,7 or 8

	wepKey
	xs:string
	0..1
	Indicates key in case of WEP encryption.
Only valid if field encryptionType =2

	wpaPsk
	xs:string
	0..1
	Indicates WPA Pre Shared Key
Only valid if field encryptionType = 3,4 or 5
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[bookmark: _Toc137109657][bookmark: _Toc137115096][bookmark: _Toc506990585][bookmark: _Toc506990683][bookmark: _Toc506991046][bookmark: _Toc506994227][bookmark: _Toc506994592][bookmark: _Toc522196498][bookmark: _Toc18565780][bookmark: _Toc185930665]8.1.1	Introduction
The life cycle of the <mgmtObj> resource in the Hosting CSE(IN-CSE) is established either through the:
Provisioning of the <mgmtObj> resource by the Configuration AE.
Discovery of the <mgmtObj> resource by the Hosting CSE using the methods described in clause 6.1.
[bookmark: _Hlt506992081][bookmark: _Toc137109658][bookmark: _Toc137115097][bookmark: _Toc506990586][bookmark: _Ref477983449][bookmark: _Toc506990684][bookmark: _Toc506991047][bookmark: _Toc506994228][bookmark: _Toc506994593][bookmark: _Toc522196499][bookmark: _Toc18565781][bookmark: _Toc185930666]8.1.2	Setting configuration information on <mgmtObj> resource
The Configuration AE is able to configure the <mgmtObj> resources used for device configuration by either creating the <mgmtObj> resource or updating existing <mgmtObj> resources for the targeted AE or CSE. Likewise, the Configuration AE can delete the <mgmtObj> resource as part of a decommissioning process.
In some scenarios the <mgmtObj> resource may already exist due to pre-provisioning or a previous discovery action by the IN-CSE's interaction with the Configuration IPE, DM Server or ASN/MN or ADN node. As such the Configuration AE needs to first discover if the <mgmtObj> resource exists in the Hosting CSE. As <mgmtObj> resources are represented under the <node> resource of the ASN/MN or ADN node, the discovery operation's scope can use the <node> resource within the discovery criteria. Based on the results of the discovery the Configuration AE will either create or update the <mgmtObj> resource. Figure 8.1.2-1 depicts this flow.
[image: ]
Figure 8.1.2-1: Configuring attributes of a <mgmtObj> resource
Likewise, the Configuration AE may use the same approach to discover when deleting the <mgmtObj> resource as part of a decommissioning process or retrieval of the <mgmtObj> resource.
NOTE:	In order for the IN-CSE to forward the request onto the DM Server, the <mgmtObj> resource is required to be configured with the path to the resource in the context of the technology specific protocol (e.g. LWM2M URI [i.4], OMA-DM path [i.3], BBF TR-069 path [i.2]). The fully qualified domain name can also be used if the IN-CSE does not know the address of the DM Server.
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Management of the <mgmtObj> object resources on ASN/MN or ADN nodes may be managed using one of the architectural methods described in clause 6.1.
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Clause 10.2.8 '<mgmtObj> Resource Procedures' of oneM2M TS-0001 [2] describes the procedures for M2M Nodes to represent their technology specific data as oneM2M resources within the IN-CSE.
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Figure 8.1.3.2-1: Management using Device Management technologies
1. The Configuration AE issues a request for <mgmtObj> resource for an ASN/MN/ADN node that is managed using Device Management technologies.
1. The IN- CSE processes the request issued by Configuration AE.
1. The IN-CSE executes the Device Management command which is mapped from operation on <mgmtObj> resource to external management technologies.
1. The ASN/MN/ADN then creates, updates, deletes or retrieve the configuration parameters on the node, and returns the result of Device Management command.
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Once M2M Service Layer operation is established between the AE or CSE and the Registrar/Hosting CSE, <mgmtObj> resources may be managed using the Mca or Mcc reference point by the AE or CSE respectively subscribing to receive changes to the <mgmtObj> resource using the subscription procedures defined in clause 10.2.11 of oneM2M TS-0001 [2]. Establishment of the M2M Service Layer operations includes actions such as establishing the appropriate security associations and registration of the CSEs and AEs.
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Figure 8.1.3.3-1: Management using the Mca or Mcc reference point
1. Once M2M Service Layer operation is established, the AE or CSE on the ASN/MN/ADN node subscribes to the <mgmtObj> resource which is associated with the specific M2M Application functionality creating <subscription> resource.
When the Configurator AE creates, updates or delete the <mgmtObj> resource, the Configuration AE issues a request on the <mgmtObj> resource.
The Hosting CSE for the <mgmtObj> resource performs the operation on the resource as Receiver.
The Hosting CSE notifies the subscribed AE or CSE as the subscribed event message.
The AE or CSE configures the M2M Application on the ASN/MN or ADN node.
Alternatively, <mgmtObj> specializations hosted by the IN-CSE may be announced to a CSE on a MN or ASN node depending on whether the <mgmtObj> specialization type is announceable. If a <mgmtObj> specialization type is not announceable, the MN or ASN nodes shall be managed using the subscription mechanism as shown in the Figure 8.1.3.3-1.
The following <mgmtObj> specializations specified in the present document are announceable (i.e. announceable variants of this resource type are defined in the XSD of the respective <mgmtObj> specialization):
[registration], [dataCollection]
The following <mgmtObj> specializations specified in the present document are not announceable (i.e. announceable variants of this resource type are not defined in the XSD of the respective <mgmtObj> specialization):
	[authenticationProfile], [myCertFileCred], [trustAnchorCred], [MAFClientRegCfg], [MEFClientRegCfg]
When a <mgmtObj> specialization is announced to a CSE on a MN or ASN node, a <mgmtObjAnnc> resource specialization is created in this CSE. The AE residing on the same node as the CSE may subscribe to the <mgmtObjAnnc> specialization for receiving notifications when the original <mgmtObj> is updated by the Configuration AE.
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When ASN/MN or ADN nodes are configured using a Configuration IPE, the ASN/MN/ADN may periodically request the Configuration IPE to configure the ASN/MN/ADN node. The method that the ASN/MN/ADN uses to periodically request to be configured is unspecified in the present document. Once the Configuration IPE receives the request from the ASN/MN/ADN node, the Configuration IPE shall send a retrieve request to the Hosting CSE to obtain the applicable specialization of <mgmtObj> resources for the ASN/MN/ADN node. How the Configuration IPE maintains the mapping between the ASN/MN/ADN and the associated <node> and <mgmtObj> resources is unspecified in the present document.
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Figure 8.1.3.4-1: Management using oneM2M IPE technology
1. The Configuration AE issues a CRUD request to <mgmtObj> resource which is associated with the functionality of targeted field device.
The Hosting CSE processes the CRUD request.
When the ASN/MN/ADN determines it needs to be configured, the ASN/MN/ADN issues a request to the Configuration IPE.
The Configuration IPE determines <mgmtObj> resource to refer as the source of configuration parameter for the targeted field device, and issues an operation on the <mgmtObj> or <node> resource.
When the RETRIEVE request is successfully performed, the Configuration IPE transforms the <mgmtObj> resource into a form understandable by ASN/MN/ADN node.
The ASN/MN/ADN configures setting parameters for the M2M Application.
NOTE:	One possible method of exchanging information between the Configuration IPE and the ASN/MN/ADN is to simply serialize the <mgmtObj> resource using the MIME content types defined in clause 6.7 of oneM2M TS-0004 [4] 'oneM2M specific MIME media types'.
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When an ASN/MN or ADN node is required to be authenticated, a mgmtLink 'authProfile' referring to the <mgmtObj> resource specialization for maintaining the Authentication Profiles shall be provided.
The Authentication Profile contains following information:
Choice of TLS options.
mgmtLinkRef(s) to the <mgmtObj> which provides information required to obtain the credential(s).
When an ASN/MN or ADN node is establishing the appropriate security associations, the <mgmtObj> specialization for Authentication Profile shall be used to identify the security related settings.
Actual credential shall be obtained using the information on the <mgmtObj> specializations (Authentication Credential Configuration) which is referred by mgmtLinkRef(s) from Authentication Profile.
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Figure 8.2-1: Relationship between 'Authentication Profile' and
'Authentication Credential Configuration(s)'
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When an ASN/MN or ADN node receives the information in the [registration] resource, the AE or CSE performs the registration procedure for that type of resource. If the resource is for CSE, then the CSE registration procedure which is defined in clause 10.1.1.2.1 of oneM2M TS-0001 [2] is used. If the resource is for AE, the Application Entity Registration procedure defined in clause 10.1.1.2.2 of oneM2M TS-0001 [2] is used.
Required parameter for registration procedures is retrieved as attribute value of [registration] resource.
Table 8.3-1: Required [registration] resource parameters for registration
	attribute of [registration]
	parameter in oneM2M TS-0001 [2]/TS‑0004 [4]

	originatorID
	From primitive parameter

	PoA
	CSE-PoA (Point of Access)

	resourcePath
	To primitive parameter
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When an AE needs to measure or collect data to be later reported to a Hosting CSE , report measured data to a CSE, the ASN/MN/ADN may be instructed when to measure/collect the data and then when to report the measured/collected data along with where to place the data within the Hosting CSE.
Once AE is configured with the [dataCollection] resource AE performs CREATE operation for new <contentInstance> resource as the child resource of <container> resource which is specified as 'containerPath' attribute of [dataCollection] resource to report the measured/collected data. The frequency of collection/measurement and reporting are accordingly specified as 'reportingSchedule' and 'measurementSchedule' attributes of the [dataCollection] resource.
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Short names are introduced in clause 8.2.1 of oneM2M TS-0004 [4]. The short names in oneM2M TS-0004 shall apply in addition to the short names defined in the present document.
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In protocol bindings, resource attribute names shall be translated into short names of table 9.2-1 and in table 8.2.3-1 of oneM2M TS-0004 [4].
Table 9.2-1: Common and Field Device Configuration specific oneM2M Attribute Short Names
	Attribute Name
	Occurs in
	Short Name
	Notes

	resourceType
	All
	ty
	Defined in oneM2M TS-0004 [4].

	resourceID
	All
	ri
	Defined in oneM2M TS-0004 [4].

	resourceName
	All
	rn
	Defined in oneM2M TS-0004 [4].

	parentID
	All
	pi
	Defined in oneM2M TS-0004 [4].

	expirationTime
	All
	et
	Defined in oneM2M TS-0004 [4].

	creationTime
	All
	ct
	Defined in oneM2M TS-0004 [4].

	Labels
	All
	lbl
	Defined in oneM2M TS-0004 [4].

	lastModifiedTime
	All
	lt
	Defined in oneM2M TS-0004 [4].

	description
	All
	dc
	Defined in oneM2M TS-0004 [4].

	mgmtDefinition
	All
	mgd
	Defined in oneM2M TS-0004 [4].

	objectIDs
	All
	obis
	Defined in oneM2M TS-0004 [4].

	objectPaths
	All
	obps
	Defined in oneM2M TS-0004 [4].

	mgmtLink
	All
	cmlk
	Defined in oneM2M TS-0004 [4].

	CSE-ID
	registration
	csi
	Defined in oneM2M TS-0004 [4].

	CSEBase
	registration
	cb
	Defined in oneM2M TS-0004 [4].

	originatorID
	registration
	oid
	

	pointOfAccess
	registration
	poa
	

	appID
	registration
	apid
	

	externalID
	registration
	eid
	

	Trigger-Recipient-ID
	registration
	tri
	Defined in oneM2M TS-0004 [4].

	containerPath
	dataCollection
	cntp
	

	reportingSchedule
	dataCollection
	rpsc
	

	measurementSchedule
	dataCollection
	mesc
	

	SUID
	authenticationProfile
	suid
	

	TLSCiphersuites
	authenticationProfile
	tlcs
	

	symmKeyID
	authenticationProfile
	ski
	

	symmKeyValue
	authenticationProfile
	skv
	

	MAFKeyRegLabels
	authenticationProfile
	mkrl
	

	MAFKeyRegDuration
	authenticationProfile
	mkrd
	

	mycertFingerprint
	authenticationProfile
	mcfp
	

	rawPubKeyID
	authenticationProfile
	rpki
	

	SUIDs
	myCertFileCred
	suids
	

	myCertFileFormat
	myCertFileCred
	mcff
	

	myCertFileContent
	myCertFileCred
	mcfc
	

	certFingerprint
	trustAnchorCred
	cfp
	

	URI
	trustAnchorCred
	uri
	Defined in oneM2M TS-0004 [4].

	Fqdn
	MEFClientRegCfg,
MAFClientRegCfg
	fq
	Defined in oneM2M TS-0032 [9].

	adminFQDN
	MEFClientRegCfg, MAFClientRegCfg
	adfq
	Defined in oneM2M TS-0032 [9].

	httpPort
	MEFClientRegCfg, MAFClientRegCfg
	hpt
	Defined in oneM2M TS-0032 [9].

	coapPort
	MEFClientRegCfg, MAFClientRegCfg
	copt
	Defined in oneM2M TS-0032 [9].

	websocketPort
	MEFClientRegCfg, MAFClientRegCfg
	wpt
	Defined in oneM2M TS-0032 [9].

	accessToken
	OAuth2Authentication
	atk
	

	refreshToken
	OAuth2Authentication
	rtk
	

	ssid
	wifiClient
	ssid
	

	credentials
	wifiClient
	cred
	

	macAddress
	wifiClient
	maca
	

	channel
	wifiClient
	chan
	

	connectionStatus
	wifiClient
	cons
	

	scan
	wifiClient
	scan
	

	scanResult
	wifiClient
	scanr
	

	update
	wificlient,
	ud
	Defined in oneM2M TS-0004 [4].

	updateStatus
	wifiClient
	uds
	Defined in oneM2M TS-0004 [4].

	toggleRadioStatus
	wifiClient
	trdst
	

	radioStatus
	wifiClient
	rdst
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In protocol bindings, resource type names of the <mgmtObj> specializations shall be translated into the short names of table 9.3-1.
Table 9.3-1: Field Device Configuration specific Resource Type Short Names
	ResourceType Name
	Short Name

	registration
	reg

	registrationAnnc
	regA

	dataCollection
	datc

	dataCollectionAnnc
	datcA

	authenticationProfile
	autp

	MAFClientRegCfg
	macrc

	MEFClientRegCfg
	mecrc

	myCertFileCred
	nycfc

	trustAnchorCred
	tac

	wifiClient
	wfct

	OAuth2Authentication
	oaan
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In protocol bindings, complex data types member names shall be translated into the short names of table 9.4-1.
Table 9.4-1: oneM2M Complex data type member short names
	Member Name
	Occurs in
	Short Name
	Notes

	encryptionType
	dcfg:wifiCredentials
	enct
	

	username
	dcfg:wifiCredentials
	unm
	Defined in oneM2M TS-0004 [4].

	password
	dcfg:wifiCredentials
	pwd
	Defined in oneM2M TS-0004 [4].

	wepKey
	dcfg:wifiCredentials
	wepk
	

	wpaPsk
	dcfg:wifiCredentials
	wpap
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